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Neighborhood Traffic Calming Program 
Introduction 
The neighborhood traffic calming program is a comprehensive program designed to protect and 
improve the quality of life of the people of Grandview through the management and control of traffic 
on neighborhood streets. Although neighborhood traffic concerns generally relate to excessive 
speeds, pedestrian and bicycle safety, and cut-through traffic, this program recognizes that every 
neighborhood is unique. Therefore, it is critical that issues and concerns are addressed case by 
case. To address each issue, the program considers a wide range of potential solutions.  

Eligibility 
The neighborhood traffic calming program is applicable for roadways with a local functional 
classification. These roadways are meant to accommodate lower travel speed, lower volume 
facilities and their primary function is to provide access. Local roadways often provide accessibility 
for pedestrians and cyclists, making speeding on these facilities a safety hazard.  

This program is not applicable to collector or arterial roadways.  

Traffic Calming Measures 
This traffic calming program involves two levels of traffic management and traffic calming 
measures. The leveled approach allows for quicker, more visible solutions, then progresses to more 
restrictive measures, while allowing for a customized solution addressing the specific problem.  

Level 1 
Level 1 traffic calming devices and programs are intended to address safety concerns and can be 
implemented quickly. These traffic control devices and programs are intended to regulate, warn, 
guide, inform, enforce, and educate users. These devices are the least intrusive and least expensive 
options.  

Level 1 Traffic Calming Devices and Programs 
Enhanced Signage and Pavement Markings High Visibility Signage 
Intersection Daylighting Striping Changes 
Speed Feedback Signs Communication and Outreach Programs 
Lighting Improvements No Turn on Red (NTOR) 
Speed Limit Reduction   

 

Level 2 
Level 2 traffic calming devices are intended to address safety concerns that require further 
remediation than those addressed with Level 1 devices. These devices are employed when the use 
of Level 1 devices are not successful or determined to be ineffective for the issue. These devices 
are more expensive and take longer to implement than Level 1 options. 
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Level 2 Traffic Calming Devices and Programs 
Traffic Circles/Roundabouts Street Trees 
Pedestrian Refuge Islands Chicanes/Bulbouts 
Raised Crosswalks Decorative Median Barriers 
Rectangular Rapid Flashing Beacon (RRFB) Pavement Reallocation 
Safe Routes to Schools Strategies Lane Narrowing 
Full/Partial Street Closure Public Awareness Campaigns 
High Visibility Enforcement  

 

Procedure 

Level 1 
Traffic Calming Request 
Request for traffic calming may be initiated by any of the following: 

• Residents or property owner/neighborhood associations may ask for traffic calming by 
submitting a work request to the Public Works Department.  

• The Police Department, schools, or other similar service agencies may request traffic 
calming to solve a specific concern with respect to traffic safety. 

• City of Grandview staff, who determine through routine data collection that a need for 
traffic calming may exist, may request that a specific location or area be considered.  

The request should identify the location of the perceived problem, a detailed description of the 
issue (i.e. excessive traffic speed, time of day the problem occurs, etc.), and an indication of the 
cause of concern (e.g. excessive speeds, cut-through traffic, insufficient traffic control, etc.).  

Staff Evaluation 
Once the traffic calming request is received, staff will review the request and determine if traffic 
calming is the best approach. If traffic calming is deemed to be the best approach, the request will 
move to implementation as budgets permits.  

Improvement Effectiveness Evaluation 
After implementation, contact will be maintained between the requesting party and city staff to 
discuss the impacts of the Level 1 traffic calming device/treatment. If the requesting party still 
believes there to be a traffic calming need, the procedures for a Level 2 traffic calming measure will 
be followed.  

Level 2 
Comprehensive Traffic Calming Request 
If it is determined through ongoing communication between the requesting party and city staff that 
Level 1 implementation was not effective, the requesting party may request a comprehensive traffic 
calming study. For the City of Grandview to evaluate a Level 2 implementation, the requesting 
party must obtain signatures of more than 50% of property owners (one vote per property) 

https://www.grandview.org/government/contact-us
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within the impact area, as defined by the City. This will typically include the property owners / 
residents along the street section in question (one or more blocks).  

Staff Evaluation 
Once the requesting party assembles and provides community signatures to the City, Grandview 
will conduct a comprehensive traffic calming study, potentially including traffic counts, speed 
studies, and/or origin/destination studies. Based on the study. staff will determine if a Level 2 
measure is necessary.  

Community Support 
If the City of Grandview determines that a Level 2 traffic calming measure is necessary, the 
requesting party must obtain signatures from 70% of property owners (one vote per property) within 
the impact area supporting the identified traffic calming measure.  

Implementation 
Once the plan is approved, the plan will be placed on the list of requested traffic calming plans to 
be included, along with recommended prioritization, in the city’s annual budget / capital 
improvement process. To assist in evaluating projects in an objective manner, a prioritization 
system will score projects based on the following metrics:   

Metric Maximum 
Points Scoring 

Traffic Volume 20 Points are based on the average daily traffic volume 
divided by 120 

Speed 50 
Points are based on the 85th percentile speed minus the 
posted speed limit multiplied by 3 (0 points if the 85th 
percentile speed is less than the posted speed limit) 

Schools 10 

10 points are given for schools within ¼ mile radius of the 
subject street; 5 points are given for each school within ½ 
mile radius of the subject street or on a designated school 
path 

Proximity to 
Pedestrian Generators 10 

5 points are given for each park, trail, hospital, college, bus 
stop, or downtown/neighborhood commercial districts 
within a 1/8-mile radius of the subject street 

Crash History 10 2 points are given to each crash on average, per year 
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